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DYNAMIC

Simulated daylight that
changes color and intensity
throughout the day, just
like sunlight through a real
window.
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COMPACT

Prefabricated units require
only 3.75” of depth for
installation in standalone wall
and ceiling applications.
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EVIDENCE-BASED

Implementing the latest
research on circadian lighting,
seasonal affective disorder,
and biophilic design.
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CUSTOMIZABLE

Standard and custom sizes

available in multiple finishes
to fit any project and match

any design.
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SUSTAINABLE

Red List approved, energy
efficient, and made to last
for decades.

i/’

<

Q

\ 1

Ny
\

‘\\

\—/
BIOPHILIC

Create connections to
nature to benefit people
spending hours indoors.

EASY TO INSTALL

STANDALONE installation for single units
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ARRAY installation for groups of units
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LIGHTGL

Transforming Windowless Spaces
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PRODUCT OVERVIEW

It's not a window.

LOCATION INTERIOR
It's LIGHTGLASS - an architectural element that recreates both DEPTH 375" 5.5"
the light quality and spatial experience of an actual window.
MATERIALS ALUMINUM, GLASS
DIMMING DOWN TO 0.1%
ccr 2200K - 6500K
RATING UL DAMP, DRY, NON-FERROUS, ANTI-LIGATURE
SOURCE LED, AREA

CONFIGURATIONS

STANDALONE ARRAY

APPLICATIONS

!
WINDOWS CLERESTORIES SKYLIGHTS
SIZES
Architectural Lighting
Product of the Year =
g
STANDARD CUSTOM
+ 72x48 48x12 12" < W < 48"
48x48 42x42 12"; H 596"
48x24 42x18 1ft2 < A < 24ft2
48x18 24x24 o
FINISHES
DYNAMIC LIGHTING | ENDLESS APPLICATIONS L DriLl celnlhz S

ANODIZED BRONZE

REQUEST A SAMPLE

ightglasslighting.com




